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W
A

RN
IN

G
 -

w
iring and electrical parts m

ay be dam
aged w

hen 

enclosed w
iring and com

ponents.

W
A

RN
IN

G
 -

K
it installation requires know

ledge of lum
inaires 

W
A

RN
IN

G
 -

only in lum
inaires that have the construction features 

and dim
ensions show

n in the photographs and/or 

does not exceed the input rating of the lum
inaire.

W
A

RN
IN

G
 - To prevent w

iring dam
age or abrasion, 

do not expose w
iring to edges of sheet m

etal or other 
sharp objects.

IN
STA

LLERS should not disconnect existing w
ires 

from
 lam

p holder term
inals to m

ake new
 connections 

at lam
p holder term

inals. Instead installers should cut 
existing lam

p holder leads aw
ay from

 the lam
p holder 

and m
ake new

 electrical connections to lam
p holder 

lead w
ires by em

ploying applicable connectors.

D
O

 N
O

T m
ake or alter any open holes in an enclosure 

of w
iring or electrical com

ponents during kit 
installation.

D
O

 N
O

T install in an em
ergency battery supplied 

disconnect the battery.

D
O

 N
O

T attem
pt to disassem

ble the K
obi Electric 

C
orn Lam

p. This lam
p has no serviceable parts inside.
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H
T of the device m

ay cause instability 
of a free-standing portable lum

inaire.
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1.
 Turn off the circuit breaker and A

C
 sw

itch before w
orking 

2. 
 

according to the m
anufacturer’s instructions.

3.
 C

arefully rem
ove the old bulb and dispose of it according  

to federal,state, and local law
s. 

4. 
 

a C
orn Lam

p. 
5. 

Rem
ove existing control hardw

are (ballast,  
capacitor, igniter)

6.
 Place the provided w

arning label and lam
p m

odel label 

visible by the user during norm
al m

aintenance, including 
re-lam

ping.*
7. 

 
a. G

round w
ire (green/bare)

(green/bare) 

b. N
eutral w

ire (w
hite)  to socket neutral (w

hite) 

c. H
ot w

ire (black)  to socket hot w
ire (black)

8. 

9. 
instructions. 

10. Turn on the circuit breaker and A
C

 sw
itch to  

verify operation.
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