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PAR 56 LAMPSPIN-BASE 
RETROFITS

7356-SP & 7356-NF

PART # UPC REPLACES WATTAGE LUMENS COLOR (K) DIMENSIONS BEAM ANGLE

LED-7356-SP30 844006055899 300W Halogen 40W 3500 3000K 7 x 7 x 5 in. 15°

LED-7356-SP40 844006055905 300W Halogen 40W 3500 4000K 7 x 7 x 5 in. 15°

LED-7356-SP50 844006055912 300W Halogen 40W 3500 5000K 7 x 7 x 5 in. 15°

LED-7356-NF30 844006055929 300W Halogen 40W 3500 3000K 7 x 7 x 5 in. 25°

LED-7356-NF40 844006055936 300W Halogen 40W 3500 4000K 7 x 7 x 5 in. 25°

LED-7356-NF50 844006055943 300W Halogen 40W 3500 5000K 7 x 7 x 5 in. 25°

LED-7356-FL30 844006055950 300W Halogen 40W 3500 3000K 7 x 7 x 5 in. 40°

LED-7356-FL40 844006055967 300W Halogen 40W 3500 4000K 7 x 7 x 5 in. 40°

LED-7356-FL50 844006055974 300W Halogen 40W 3500 5000K 7 x 7 x 5 in. 40°

	 Available in three different beam angles: 	
	 Spot, Narrow Flood & Flood. 

 	Forward-phase, Line Voltage Dimmable.

 �	�Suited for Damp Locations.

	� Available in 3000K, 4000K & 5000K.

	� High lumen output.

	� Base Type: GX16d.

	 Rated for use in totally enclosed luminaires.

OPERATING 
TEMP

-4°F TO 104°F

ENCLOSED 
FIXTURES

CRI

90+ L70

50,000hrs
RATED LIFE

DIMMABLE

7356-FL

Available from Major Electronix | sales@majorelectronix.com |
800-966-2345 | www.productsforautomation.com


