SCREW-IN
RETROFITS

-> Available in 90W, 135W & 150W
models replacing up to 400W HID.

-> 8130 includes ring of uplight.

-> Dynamic temp control supports a
longer, brighter life.

-> Pretested & potted drivers are burnt
in 3x prior to shipping and protected
against vibration & moisture.

-> Expertly engineered to work efficiently in
open fixtures & damp environments, while
also protected against insects & dust.

-> Dual stage MOV protection w/ integrated
10ka surge.

-> USA designed & specified LED driver.

-> Fanless design for silent operation —
open fixtures only.

> D" models continuously dimmable
down to 20% using a wired 0-10V dim-
ming circuit. Lamps also include 12V
auxiliary power for sensors.
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LED-8136M50 844006084097 250W HID 11825 5000K EX39
LED-8136M50D 844006080105 250W HID oW 12900 5000K EX39
LED-8132M50 844006084059 400W HID 135W 17095 5000K EX39
LED-8132M50D 844006079994 400W HID 135W 19200 5000K EX39
LED-8130M50 844006083991 400W HID 150w 19375 5000K EX39
LED-8130M50D 844006077648 400W HID 150W 21200 5000K EX39
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LED-8136M30D 844006080013 250W HID 12200 3000K EX39 S-X2RLH9
LED-8136M40 844006084073 250W HID oW 11825 4000K EX39 PH6JIJBO
LED-8136M40D 844006080037 250W HID oW 12400 4000K EX39 S-4IR916
LED-8136M50 844006084097 250W HID oW 11825 5000K EX39 PJB19CID
LED-8136M50D 844006080105 250W HID oW 12900 5000K EX39 S-JQICGé6
LED-8132M30D 844006079956 400W HID 135W 18300 3000K EX39 S-MPR207
LED-8132M40 844006084042 400W HID 135W 17055 4000K EX39 PXWFBTUB
LED-8132M40D 844006079970 400W HID 135W 18600 4000K EX39 S-THOIWL
LED-8132M50 844006084059 400W HID 135W 17095 5000K EX39 PX1B2VS2
LED-8132M50D 844006079994 400W HID 135W 19200 5000K EX39 S-6MPBST
LED-8130M30D 844006077600 400W HID 150W 20600 3000K EX39 S-MPR207
LED-8130M40 844006083977 400W HID 150W 19285 4000K EX39 PKVX1A10
LED-8130M40D 844006077624 400W HID 150W 20900 4000K EX39 S-SXPLDF
LED-8130M50 844006083991 400W HID 150W 19375 5000K EX39 PEIESUJV
LED-8130M50D 844006077648 400W HID 150W 21200 5000K EX39 S-TJLD97

*3000K models are special order only
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LED-8136M30CD 844006080020 250W HID 12200 3000K EX39 S-VBA2M7
LED-8136M40C 844006084080 250W HID oW 12800 4000K EX39 PPA5WSDJ
LED-8136M40CD 844006080044 250W HID oW 12400 4000K EX39 S-0XRJQS5
LED-8136M50C 844006084103 250W HID oW 13200 5000K EX39 PYFU9VLA
LED-8136M50CD 844006080112 250W HID oW 12900 5000K EX39 S-MOTNJ7
LED-8132M30CD 844006079963 400W HID 135W 18300 3000K EX39 S-RMPVZE
LED-8132M40C 844006083984 400W HID 135W 18800 4000K EX39 PBV42TYE
LED-8132M40CD 844006079987 400W HID 135W 18600 4000K EX39 S-DVYZKé
LED-8132M50C 844006084004 400W HID 135W 19000 5000K EX39 PNHXYBUE
LED-8132M50CD 844006080006 400W HID 135W 19200 5000K EX39 S-RM2wWs8C
LED-8130M30CD 844006077617 400W HID 150W 20600 3000K EX39 S-LXHBZ2
LED-8130M40C 844006084042 400W HID 150W 21800 4000K EX39 P8C1FD2H
LED-8130M40CD 844006077631 400W HID 150W 20900 4000K EX39 S-DWTJCK
LED-8130M50C 844006084066 400W HID 150W 22000 5000K EX39 P9MMHV4A
LED-8130M50CD 844006077655 400W HID 150W 21200 5000K EX39 S-RKXBUY

*3000K models are special order only
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